
SPECIF ICATIONS
Effective Jan. 2019 
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1830 Centennial Ave. 

Hastings, NE 68901 

HDPE 4710 — ASTM D2513 
• Flexible polyethylene gas distribution pipe
• Produced from only the finest virgin material
• Black with 3 yellow stripes
• All diameters are OD controlled and compatible with heat fusion

 ASTM  D2513 3/4” 1” 1-1/4”  1-1/2”    2”   3” 4” 6” 
 SDR 11 O.D. 1.050” 1.315” 1.660” 1.900” 2.375” 3.500” 4.500” 6.625” 

I.D. .860” 1.077” 1.358” 1.554” 1.943” 2.864” 3.682” 5.421” 

Wall .095” .120” .151” .173” .216” .318” .409” .602” 

Wt./Ft .122# .191# .306# .402# .627# 1.36# 2.249# 4.873# 

Note: Please see Centennial Plastics website for stocking coil lengths: www.centennialplastics.com 

Centennial Plastics follows Proposition 65 (also known as the Safe Drinking Water Act of 1986). 
Our Products in their finished form, do not require a California Proposition 65 warning label. 

Centennial Plastics is an ISO 9001 Certified Company. 

CENGAS-1 

http://centennialplastics.com/assets/site/files/stocking-coils/cengashdpe-stock-coil.pdf
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